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BOREAS RSS-20 POLDER C-130 Measurements of Surface BRDF

Marc Leroy

Summary

This BOREAS RSS-20 data set contains measurements of surface BRDF made by the POLDER
instrument over severa surface types (pine, spruce, fen) of the BOREAS SSA during the 1994 | FCs.
Single-point BRDF values were acquired either from the NASA ARC C-130 aircraft or from aNASA
WFF helicopter. A related data set collected from the helicopter platform is available asis POLDER
imagery acquired from the C-130. The data are stored in tabular ASCI| files.
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1. Data Set Overview

1.1 Data Set Identification
BOREAS RSS-20 POLDER C-130 Measurements of Surface BRDF

1.2 Data Set Introduction

The POLarization and Directionality of Earth Reflectances (POLDER) instrument measures
Bidirectional Reflectance Distribution Function (BRDF) and Bidirectiona Polarization Distribution
Function (BPDF) of terrestrial surfacesin severa visible and near-infrared spectral bands. The
instrument scanned several surface types (pine, spruce, fen, and others) in the BOReal
Ecosystem-Atmosphere Study (BOREAS) Southern Study Area (SSA) during the Intensive Field
Campaigns (IFCs) in 1994. Single-point BRDF measurements were acquired either from the C-130
aircraft or the helicopter. POLDER images acquired from the C-130 are a so available for illustration
purposes.
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1.3 Objective/Purpose

The objective of the investigation was to characterize the bidirectional reflectance properties of
different cover typesin boreal forests over several seasons. This characterization can then be used to
retrieve biophysical parameters such as Leaf Arealndex (LAI), chlorophyll content, and structural
canopy parameters, either through the use of semi-empirical relations between reflectances and
biophysical parameters, or through the inversion of a BRDF radiative transfer model. The overall goal
isto establish methodol ogies for monitoring the ecological state of the boreal forest using remote
sensing techniques.

1.4 Summary of Parameters
Surface bidirectional reflectance derived from multiangular C-130 measurements over the tower
sites.

1.5 Discussion

The POLDER instrument measures surface reflectance as a function of wavelength and observation
geometry. This data set comprises individual site measurements of surface BRDF made by the
POLDER instrument over severa surface types (pine, spruce, fen) in the BOREAS SSA, acquired
during the 1994 IFCs.

1.6 Related Data Sets

BOREAS RSS-01 PARABOLA SSA Surface Reflectance and Transmittance Data
BOREAS RSS-02 Level-1b ASAS Imagery: At-sensor Radiance in BSQ Format
BOREAS RSS-03 Reflectance M easured from a Helicopter-Mounted Barnes MMR
BOREAS RSS-11 Ground Network of Sun Photometer M easurements

BOREAS RSS-20 POLDER Helicopter-Mounted Measurements of Surface BRDF

2. Investigator (s)

2.1 Investigator (s) Name and Title
Dr. Marc Leroy

Dr. Francois-Marie Bréon

Petrice Bicheron

Olivier Hautecoeur

2.2 Title of Investigation
Estimation of Photosynthetic Capacity using POLDER Polarization

2.3 Contact Information

Contact 1:

Dr. Marc Leroy

Centre d'Etudes Spatiales de la Biosphére (CESBIO) bpi 2801
18 avenue Edouard Belin

31401 Toulouse Cedex 4, France

+335615585 14

+33561 55 85 00 (fax)

Marc.Leroy@ceshio.cnes.fr
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Contact 2:

Dr. Francois-Marie Bréon

Laboratoire de Modélisation du climat et de I'Environnement
CEA/DSM/LMCE 91191

Gif sur Y vette, France

+33169089455

+33 16908 77 16 (fax)

fmbreon@cea.fr

Contact 3:

Jaime Nickeson

Raytheon ITSS

NASA GSFC

Code 923

Greenbelt, MD 20771

(301) 286-3373

(301) 286-0239 (fax)
Jaime.Nickeson@gsfc.nasa.gov

3. Theory of Measurements

POLDER isan optical sensor designed to observe the surface reflectance in visible and near-infrared
bands. The main characteristic of the POLDER instrument is that it can observe an areafrom multiple
directions. POLDER has awide field-of-view (FOV) lenswith + 51° along-track and + 43° cross-track
viewing, and a charge-coupled device (CCD) array detector to collect images.

Two principles of operation should be distinguished during the BOREAS experiment. When
POLDER was mounted on the helicopter, the purpose was to collect data over the target at alow
dtitude, typicaly 300 m. One image acquired directly over a homogeneous surface provides the BRDF
of the experimental site. From the National Aeronautics and Space Administration's (NASA) Ames
Research Center (ARC) C-130 aircraft, at high altitude, typically 5500 m, the surface cannot be
considered homogeneous. POLDER's capacity to observe an areafrom various view angles allows for
measurement of the complete BRDF with the successive images acquired along different flight axes
over the experimenta site.

4. Equipment
4.1 Sensor/Instrument Description

4.1.1 Collection Environment

It is mandatory to operate POLDER in totally clear sky conditions, so that the distribution of
irradiance does not change from one measurement to another, and so that calculation of reflectancesin
absolute units from radiancesis possible.

4.1.2 Source/Platform

During IFC-1 and IFC-2, the POLDER instrument was installed alternatively on the NASA ARC
C-130 aircraft or the NASA Wallops Flight Facility (WFF) helicopter. The POLDER instrument was
deployed on the C-130 only in the SSA. The data described in this document were collected from the
C-130 platform.
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4.1.3 Sour ce/Platform Mission Objectives
The POLDER mission objective was to collect multiangle and multispectral bidirectional reflectance
data over flux tower and auxiliary sites to study the boreal forest canopy.

4.1.4 Key Variables
POLDER measures multispectral radiance in the visible and near infrared domain as afunction of
solar and view geometry.

4.1.5 Principles of Operation

The POLDER optical system consists of atelecentric lens, afilter wheel, and aCCD array asa
detector. The light isamost vertically incident on the filter wheel after passing the telecentric lens. The
CCD array (288 x 384 elements) can collect 2-D images. The filter wheel contains 10 sots for spectral
filtersand polarizers. The first channel isreserved for dark current measurement, while the others
allow measurements in five spectral bands (443, 550, 670, 864, and 910 nm). Two spectral bands
(443 and 864 nm) are associated with three polarized filters oriented by steps of 60°. A 10-channel
image, corresponding to the 10 positions of the filter wheel, is collected within 3 seconds, and this
acquisition is repeated every 10 seconds.

The POLDER optical system wasinstalled in the forward bay of the C-130. Aircraft position and
attitude parameters provided by the onboard navigation system were recorded by the POLDER
electronics subsystem for data postprocessing. Typical flight atitude was 5500 m. Different flight lines
were flown on each site to collect imagesin the principal, perpendicular, and 45° solar planes.

4.1.6 Sensor/Instrument Measurement Geometry
Thelong axis of the CCD array was set parallel to the aircraft longitudinal axis. An inclinometer
was used to record theinitial bias between the optical axis and true nadir.

4.1.7 Manufacturer of Sensor/Instrument
The instrument was designed and manufactured by
L aboratoire d'Optique Atmospherique (LOA)
59655 Villeneuve d'Ascq Cedex

Lille, France

4.2 Calibration

Radiometric calibration data were acquired at LOA by J.-Y. Balois before and after the BOREAS
experiment (11-May-1994, 24-Oct-1994) using a calibrated integration sphere. The whole exit port of
the integration sphere is used to derive the equalization coefficients gjjka (see definition in Section
9.2.1). For absolute calibration, the exit port is reduced by a diaphragm to illuminate only a small
circular areain the center of the CCD array. Readings of 15 x 15 pixel windows are corrected for dark
current and averaged to obtain the absolute calibration coefficients Aka(see Section 9.2.1)

Other calibration experiments were made during the BOREAS experiment using a 30-inch
(0.76-m) diameter portable hemisphere that is owned and operated by NASA's Goddard Space Flight
Center (GSFC). This portable hemisphere was made available to Remote Sensing Science (RSS)-20
by Brian Markham and John Schaffer. The calibration of POLDER was performed at the Prince Albert
airport when POLDER wasinstalled in C-130 aircraft on 27-May-1994 and 21-Jul-1994.

Thereis agood agreement between the LOA calibration and the first in situ calibration. The second
in situ calibration shows discrepancies greater than 10% for all channels. The reasons for such
discrepancies are still unknown.

4.2.1 Specifications

The generd specifications of calibration accuracy were 5% absolute accuracy, 3% interband
relative calibration accuracy, and 2% multitemporal relative calibration accuracy.

Page 4



4.2.1.1 Tolerance

A general rise of the sensitivity was noted between the two calibration experiments made at LOA
(11-May-1994, 24-Oct-1994): 8% in the blue (443 nm), 3.5% in the green (550 nm) and in the red
(670 nm), 5.5% for the 864-nm channel, and 5% for the 910-nm channel. For subsequent processing,
mean coefficients obtained at LOA are used.

4.2.2 Frequency of Calibration

The instrument is generally calibrated once before an experimental campaign and once after the
campaign. Calibration was performed at LOA on 11-May-1994 and 24-Oct-1994. Onsite calibration
was performed on 27-May-1994 and 21-Jul-1994.

4.2.3 Other Calibration Information
Having the spectral radiance at the outport of the sphere or the hemisphere and knowing the
sensitivity of the various filters and the spectral value of the solar exoatmospheric irradiance, the
normalized radiance is computed using:
Frd
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where: L : spectrd radiance (W/m2/sr/um) as a function of wavelength (3.;)
S spectral sengitivity as afunction of wavelength
E : spectral exoatmospheric solar irradiance (W/m2/pm) as a function of wavelength

The normalized radiance is used (see Section 9.2.1) to derive the absolute calibration coefficient Aka,

5. Data Acquisition Methods
For the C-130 data, the onboard navigation system gives information on the viewing geometry of each
pixel. Therefore, the location and attitude data yield an gpproximate position of a given surface target in

all POLDER images. Thereisatime lag of 10 seconds between each image acquisition sequence. For a
typical C-130 flight altitude and speed, an angular resolution of approximately 10 degreesis obtained.

6. Observations

6.1 Data Notes
None.

6.2 Field Notes
None.
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7. Data Description
7.1 Spatial Characteristics
7.1.1 Spatial Coverage

The following are North American Datum of 1983 (NAD83) coordinates of |ocations that were
visited:

BORI S Vst Nort h UTM UTM UTM
Site Gid ID Longitude Latitude Easting Nort hing Zone
SSA Fen FOL9T  104.61797 53.80206 525190.7 5961344.0 13
SSA A d Aspen (QA) C3B7T  106.19779 53.62890 420821.8 5942678.0 13

SSA A d Black Spruce (0BS) GBlI4T  105.11779 53.98718 492306.1 5981879.0 13
SSA A d Jack Pine (QIP) &L3T 104.69203 53.91634 520257.0 5974035.0 13
SSA Young Jack Pine (YJP) F8L6T  104.64527 53.87581 523350.7 5969540.0 13

7.1.2 Spatial Coverage Map
Not available.

7.1.3 Spatial Resolution
The pixel size for POLDER images from the C-130 at an altitude of 5500 mis 35 m.

7.1.4 Projection
Not applicable.

7.1.5 Grid Description
Not applicable.

7.2 Temporal Characteristics
7.2.1 Temporal Coverage

POLDER data were collected on one of two platforms during the three 1994 |FCs. Dates are
indicated in Section 7.2.2. Most experiments took place in the morning, except the following: 21-Jul:
OJP (around noon), Y JP, Fen.

7.2.2 Temporal Coverage Map

Site BORIS Gid |FC-1 | FC-2 | FC-3
Fen FOLOT 07/ 24

A G&B7T 05/ 26, 05/ 31

0BS &SI 4T 05/ 31, 06/ 01 07/ 21

ap &L3T 05/ 31, 06/ 01 07/ 21, 07/24

YJP F8L6T 06/ 01 07/ 21

7.2.3 Temporal Resolution
See Section 7.2.1.
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7.3 Data Characteristics

7.3.1 Parameter/Variable
The parameters contained in the data files on the CD-ROM are:

SI TE_NAVE
SUB_SI TE
DATE_OBS

WAVEL ENGTH
SOLAR_ZEN_ANG
VI EW ZEN_ANG
RELATI VE_VI EW AZ_ANG
MEAN_REFL
MEAN_SURF_REFL
CRTFCN_CODE
REVI S| ON_DATE

7.3.2 Variable Description/Definition
The descriptions of the parameters contained in the data files on the CD-ROM are:

Col um Nane Descri ption
SI TE_NAME The identifier assigned to the site by BOREAS,
in the format SSS-TTT- CCCCC, where SSS identifies
the portion of the study area: NSA, SSA REG
TRN, and TTT identifies the cover type for the
site, 999 if unknown, and CCCCC is the identifier
for site, exactly what it means will vary with

site type.

SUB_SI TE The identifier assigned to the sub-site by
BOREAS, in the format GGEEG 11111, where GCGGEG i s
the group associated with the sub-site
i nstrument e.g. HYDO6 or STAFF, and IlIIl is the

identifier for sub-site, often this will refer to
an i nstrument.

DATE_OBS The date on which the data were coll ected.

WAVEL ENGTH Spectral wavel ength at which the neasurenment was
acqui r ed.

SOLAR ZEN ANG The angle fromthe surface normal (straight up)
to the sun during the data collection.

VI EW ZEN_ANG The angle fromthe surface normal (straight up)

to the observing instrunent during the data
col I ection.

RELATI VE_VI EW AZ_ ANG The azi nmut hal angle at which the radi ant energy
was travel i ng when neasured by the sensor,
relative to the solar azimuth. The relative view
azimuth angle increases in a clockw se direction
fromthe solar position.

MEAN REFL The mean refl ectance factor.

MEAN SURF_REFL The nmean surface refl ectance factor
(atmospherically corrected).

CRTFCN_CODE The BOREAS certification | evel of the data.
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Exanpl es are CPl (Checked by Pl), CGR (Certified
by Group), PRE (Prelimnary), and CPlI-??? (CPI
but questionabl e).

REVI SI ON_DATE The nost recent date when the information in the
referenced data base table record was revised.

7.3.3 Unit of Measurement
The measurement units for the parameters contained in the data files on the CD-ROM are:

Col utm Nare Units
SI TE_NAME [ none]
SUB_SI TE [ none]
DATE_OBS [ DD- MON- YY]
WAVEL ENGTH [ microneters]
SOLAR ZEN ANG [ degr ees]
VI EW ZEN_ANG [ degr ees]
RELATI VE_VI EW AZ_ANG [ degr ees]
MEAN REFL [ percent]
MEAN SURF_REFL [ percent]
CRTFCN_CODE [ none]
REVI SI ON_DATE [ DD- MON- YY]

7.3.4 Data Source
The sources of the parameter values contained in the data files on the CD-ROM are:

Col utm Nare Data Source
SI TE_NAME [ Assigned by BORI'S Staff]
SUB_SI TE [ Assigned by BORI'S Staff]
DATE_OBS [ RSS20 teani
WAVEL ENGTH [ POLDER i nstrunent]
SOLAR ZEN ANG [Cal cul ated using position and tine]
VI EW ZEN_ANG [ Cal cul ated using geonetry]
RELATI VE_VI EW AZ_ANG [ Cal cul ated using geonetry]
MEAN REFL [ POLDER i nstrunent]
MEAN SURF_REFL [ POLDER i nstrunment and at nmospheric correction]
CRTFCN_CODE [ Assigned by BORI'S Staff]
REVI SI ON_DATE [ Assigned by BORI'S Staff]

7.3.5 Data Range
The following table gives information about the parameter values found in the data files on the
CD-ROM.

M ni mum Maxi mum Mssng Unrel Below Data

Dat a Dat a Dat a Dat a Det ect Not
Col utm Nare Val ue Val ue Val ue Value Limt Clctd
S| TE_NAVE SSA- 90A- FLXTR  SSA- YJP- FLXTR None None None None
SUB_SI TE RSS20- BRFO1 RSS20- BRFO1 None None None None
DATE_OBS 26- VAY- 94 24-JUL- 94 None None None None
WAVELENGTH 0. 443 0. 910 None None None None
SOLAR_ZEN_ANG 33. 4 56. 6 None None None None
VI EW ZEN_ANG .3 55.5 None None None None
RELATI VE_VI EW AZ_ANG 0 360 None None None None
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MEAN_REFL 2 77 -999 None None None

MEAN_SURF_REFL .1 96. 7 None None None None
CRTFCN_CODE CPI CPI None None None None
REVI SI ON_DATE 15- JAN- 99 15- JAN- 99 None None None None
M ni rum Data Val ue -- The m ni num val ue found in the col um.

Maxi mrum Data Val ue -- The maxi num val ue found in the col um.

M ssng Data Value -- The value that indicates mssing data. This is used to

i ndicate that an attenpt was nmade to deternine the
paranmeter val ue, but the attenpt was unsuccessful

Unrel Data Val ue -- The value that indicates unreliable data. This is used
to indicate an attenpt was nade to determ ne the
par aneter val ue, but the value was deened to be
unreliable by the anal ysis personnel

Bel ow Detect Limt -- The value that indicates paraneter val ues bel ow t he
instruments detection linmts. This is used to
i ndicate that an attenpt was nmade to determine the
paraneter val ue, but the anal ysis personnel deterni ned
that the paraneter val ue was bel ow t he detection
limt of the instrunentation.

Data Not Clctd -- This value indicates that no attenpt was nade to
determ ne the parameter value. This usually
i ndi cates that BORI S conbi ned several sinilar but
not identical data sets into the sane data base table
but this particular science teamdid not
neasure that paraneter.

Blank -- Indicates that blank spaces are used to denote that type of val ue.
NA -- Indicates that the value is not applicable to the respective col um.
None -- Indicates that no values of that sort were found in the col um.

7.4 Sample Data Record
Thefollowing is asample of the first few records from the data table on the CD-ROM:

SI TE_NAVE, SUB_SI TE, DATE_OBS, WAVELENGTH, SOLAR_ZEN_ANG, VI EW ZEN_ANG,
RELATI VE_VI EW AZ_ANG, MEAN_REFL, MEAN_SURF_REFL, CRTFCN_CODE, REVI S| ON_DATE

' SSA- OBS- FLXTR , ' RSS20- BRFO1' , 21- JUL- 94, . 443, 33. 6, 51. 9, 350. 5, 12.0,5.0, ' CPI ',
15- JAN- 99

' SSA- OBS- FLXTR , ' RSS20- BRFO1' , 21- JUL- 94, . 443, 33. 6, 47. 1, 349. 6, 12.0,5.0,"' CPI ',
15- JAN- 99

' SSA- OBS- FLXTR , ' RSS20- BRFO1' , 21- JUL- 94, . 443, 33. 6, 40. 8, 348. 6, 11.0,5. 2, ' CPI ',
15- JAN- 99

' SSA- OBS- FLXTR , ' RSS20- BRFO1' , 21- JUL- 94, . 443, 33. 6, 33. 7, 346. 9, 11.0,5.5, ' CPI ',
15- JAN- 99

' SSA- OBS- FLXTR , ' RSS20- BRFO1' , 21- JUL- 94, . 443, 33. 6, 25. 0, 342. 5, 10. 0, 4.7, CPI ',
15- JAN- 99

' SSA- OBS- FLXTR , ' RSS20- BRFO1' , 21- JUL- 94, . 443, 33. 6, 15. 1, 333.3,8.0,3.9, ' CPI ',
15- JAN- 99
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8. Data Organization

8.1 Data Granularity
The smallest amount of datathat can be ordered from this data set is a day's worth of datafor a
given site.

8.2 Data Format(s)

The Compact Disk-Read-Only Memory (CD-ROM) files contain American Standard Code for
Information Interchange (ASCII) numerical and character fields of varying length separated by
commas. The character fields are enclosed with single apostrophe marks. There are no spaces between
the fields.

Each datafile on the CD-ROM has four header lines of Hyper-Text Markup Language (HTML)
code at the top. When viewed with a Web browser, this code displays header information (data set
title, location, date, acknowledgments, etc.) and a series of HTML linksto associated datafiles and
related data sets. Line 5 of each datafileisalist of the column names, and line 6 and following lines
contain the actual data.

9. Data Manipulations

9.1 Formulae
See Section 9.2.

9.1.1 Derivation Techniques and Algorithms
See Section 9.2.

9.2 Data Processing Sequence
9.2.1 Processing Steps

9.2.1.1 Level 1 Images

The raw radiometric data are digital numbers noted CNj;ka, wherei, j are indices of pixel location
on the CCD matrix, k isthe wavelength, and ais the polarizer number for spectral bands comprising
three polarizers. For the other spectral bands, ais meaningless. The processing from level Oto level 1
data consists of the transformation of raw datainto data proportional to normalized radiances Sjjka,
according to the equation:

5“ N .5 E'/ .5;,? “‘:?"%]rﬂ‘l
U £ fa fa BT T)

where: tg -- reference exposure time, used in calibration : 100 ms

t -- exposure time during operation

CN;0 -- average of linej of dark current

Aka -- calibration coefficient

g jjka -- relative sengtivity (high and low frequency) of instrumental (optics + CCD)
transmission. It is normalized such that the local average of gjjkaat the matrix center
equals 1.

[¥ -- sengitivity of absolute calibration to CCD temperature

To -- CCD temperature during calibration

T -- CCD temperature in operation
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Sijka -- isadigital number proportional to the observed normalized radiance (for the channels
without polarizers)

n ik
#

where:  L>jjk -- observed radiance (W/m2/sr/um) for pixel i, j in band k
Ek -- exoatmospheric solar irradiance in band k (W/m2/um)

S =10000

For polarized bands, the aircraft displacement between successive channel acquisition must be taken
into account to obtain a normalized spectral radiance from the three polarized channels

A
L gt niy,
—_ = =10000 =
3;,21 d B

where (x,y) are surface coordinates that refer to CCD pixels coordinates (i,j) in each of the polarized
channels viewing the same ground point (x,y). The level 1 images provide datathat for each band are
equal to the right-hand side of the two previous equations. They are essentially normalized radiances.

9.2.1.2 BRDF Over Tower Sites

Radiance to Reflectance:
The radiance is converted to reflectance R;jjk according to

m e
=y
COSH ¢

where @ isthe solar zenith angle.

Image Coregistration (for C-130 data):

The POLDER €l ectronics subsystem recorded the aircraft position and attitude parameters during
the flights. Theinitia bias between the inertia reference system and the POLDER optical axiswas
measured before each flight. Attitude and location data should be sufficient to correct POLDER images
for geometry. However, the uncertainty in the aircraft position was too large. A ground control point
technique was therefore used to fine-tune the geometric multi-image registration of the whole set.

To derive the BRDF over tower sites, a ssimple trandation was made on geocoded images. The
reflectance measurements were then averaged on a5 x 5 pixel window (175 x 175 m2) around each
tower site to minimize residual misregistration effects.

Atmospheric corrections:

The atmospheric correction algorithm, the Second Simulation of the Satellite Signal in the Solar
Spectrum (6S) (Vermote et a., 1997) was applied to the measured reflectances to produce corrected
reflectances. This was performed only on the C-130 data, not to helicopter data. A mid-Arctic summer
atmospheric model and a continental aerosol model were selected to characterize the atmosphere above
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the BOREAS sites. Moreover, the total aerosol optical depth for the full atmosphere and the
below-aircraft aerosol optical depth, both at 550 nm, are necessary inputs of the algorithm. These
optical thickness measurements were obtained from the BORI S Information System (BORIS) data
base: total optical depth was retrieved from RSS-11 (Markham/Schafer) sunphotometer data at Prince
Albert airport and Y JP sites; above-aircraft thicknesses come from RSS-12 (Wrigley/Spanner);
interpolations were made to derive values at 550 nm. Aerosol optical depths are given in the following
table for each date and site. All flight days of IFC-1 and IFC-2 were very clear, with an average value
of the total optical aerosol depth of 0.10 at 550 nm.

The following table summarizes the C-130 and solar and atmospheric conditions during POLDER
data acquisitions:

Sun Zenith Aerosol thickness at 550 nm

Site Dat e angl e (deg) (total /bel ow aircraft)
Fen 24- Jul 44.4 - 49.3 0. 080/ 0. 020

03- May 38.4 - 42.8 0.130/0. 055
QP 01-Jun 48.4 - 51.4 0. 095/ 0. 050

21- Jul 33.8 - 35.0 0.120/0. 095

24- Jul 40.5 - 43.3 0. 095/ 0. 020

26- May 39.4 - 41.8 0.115/0. 075
QA 31- May 6.5 - 52.5 0. 070/ 0. 025

01-Jun 44.0 - 47.0 0. 095/ 0. 050
YJP 21- Jul 35.5 - 37.2 0.115/0. 090

31- May 35.5 - 37.4 0.135/0.070
OBS 01-Jun 53.5 - 56.4 0. 060/ 0. 030

21- Jul 33.4 - 33.7 0.115/0. 090

9.2.2 Processing Changes
None.

9.3 Calculations

9.3.1 Special Corrections/Adjustments
None.

9.3.2 Calculated Variables
Radiance and reflectance were calcul ated.

9.4 Graphs and Plots
None.

10. Errors

10.1 Sources of Error

For images and BRDF data, there is some uncertainty in the absolute calibration coefficient, as
illustrated by the calibration tables shown above. For the BRDF data, an additional source of error
results from image registration. In the processing, it is assumed that the position of the siteis the same
for all images of the sequence, which can induce a error in the location of less than 1 pixel. These
errors are lessened with the spatial averaging procedure. The smoothing aspect of the BRDF data tends
to show that the misregistration errors are not critical.
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10.2 Quality Assessment

10.2.1 Data Validation by Sour ce

The POLDER data have been tested against the four-scale BRDF reflectance model (Leblanc et dl.,
1997) aswell as against the PARABOLA data and the DART 3-D BRDF mode (Gastellu-Etchegorry
et a., 1997).

10.2.2 Confidence L evel/Accuracy Judgment

The uncertainty associated with POLDER spectral reflectances vaues, taking into account only
error in the absolute calibration coefficient, is approximately less than 0.005 for the visible channels
and 0.01 for the near-infrared channel. The confidence level in these measurements is good because of
their reproducibility for different axes during the sameflight.

10.2.3 M easurement Error for Parameters
Not available.

10.2.4 Additional Quality Assessments

The directional reflectances obtained with POLDER data corrected from atmospheric effects for the
flux tower or auxiliary sites can be compared to similar data made by other instruments.
10.2.5 Data Verification by Data Center

BORIS staff has looked at some of the POLDER imagery from the C-130. It appears that there are
some registration problems between bands in some of the imagery.

11. Notes

11.1 Limitations of the Data
None.

11.2 Known Problems with the Data
None.

11.3 Usage Guidance
Not applicable.

11.4 Other Relevant I nfor mation
None.

12. Application of the Data Set
This data set can be used for BRDF model inversion and BRDF direct model cross-checking.

13. Future M odifications and Plans

None.
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14. Software

14.1 Software Description
None given.

14.2 Softwar e Access
Raw data and processing software may be available upon request. See Section 2.3.

15. Data Access

The POLDER C-130 measurements of surface BRDF are available from the Earth Observing System
Data and Information System (EOSDIS) Oak Ridge National Laboratory (ORNL) Distributed Active
Archive Center (DAAC).

15.1 Contact Information
For BOREAS data and documentation please contact:

ORNL DAAC User Services

Oak Ridge Nationa Laboratory

P.O. Box 2008 M S-6407

Oak Ridge, TN 37831-6407

Phone: (423) 241-3952

Fax: (423) 574-4665

E-mail: ornldaac@ornl.gov or ornl @eos.nasa.gov

15.2 Data Center Identification

Earth Observing System Data and Information System (EOSDIS) Oak Ridge National Laboratory
(ORNL) Distributed Active Archive Center (DAAC) for Biogeochemica Dynamics
http://www-eosdis.ornl.gov/.

15.3 Procedures for Obtaining Data

Users may obtain data directly through the ORNL DAAC online search and order system
[ http://wvww-eosdis.ornl.gov/] and the anonymous FTP site [ftp://www-eosdis.ornl.gov/data/] or by
contacting User Services by electronic mail, telephone, fax, |etter, or personal visit using the contact
information in Section 15.1.

15.4 Data Center Status/Plans
The ORNL DAAC isthe primary source for BOREAS field measurement, image, GIS, and

hardcopy data products. The BOREAS CD-ROM and data referenced or listed in inventories on the
CD-ROM are available from the ORNL DAAC.

16. Output Products and Availability

16.1 Tape Products
None.

16.2 Film Products
None.

16.3 Other Products
These data are available on the BOREAS CD-ROM series.
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